
Polycarbonate Panel Transparent panel, 3mm thickness

size of 297mmW x 91mmPitch 

Tube Stainless Steel Grade 304, 1.0mm thickness or

Aluminum extrusion tube of 1.2mm thickness

Guiderail Standard Material made by Stainless Steel Grade 304

1.2mm thickness, on request to make other size

and material

Bottom Bar Standard Material made by Exclusion Aluminum Alloy

T-Section, on request Stainless Steel or other material

Operation 220V, 380V operator with Remote control and/or

push button with wiring

Specification

Max. Size Width ~ 15meter; Height ~ 5meter

Test report AirBus ABD0031 test; Low Flame retardant;

Operation Manuel type by pull down and push up

Electircal motor operation by push button and/or 

Remote control

Feature



Polycarbonate Panel Transparent panel, 3mm thickness

size of 297mm; Max. size of 91mm

Stainless Steel Tube Stainless Steel Grade 304, 1.0mm thickness

Top Track Mild Steel with 3 and 5mm thickness

Top Roller made by Alloy Steel, ball bearing system

Top chain and parts made by Alloy Steel, 2mm thickness

Leading Edge I-sharp Stainless Steel Grade 304, 1.2mm thickness

Receiving Channel V-sharp Stainless Steel Grade 304, 1.2mm thickness

Operation 220V, 380V operator with Remote control and/or

push button with wiring

Shutter Hood On request by client requirement.

Max. Size Width ~ 15meter; Height ~ 5meter

Test report AirBus ABD0031 test; Low Flame retardant;

Operation Manuel type by pull down and push up

Electircal motor operation by push button and/or 

Remote control

Specification

Feature




